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$TATYS : Limited Stondard
C1ASSIFICATION OF E0RIPMENT : Eesiricted
HEING SERVICE: HNavy

DATE OF THIS SHEET: 29 May 52 ' RADIO SET

Radie et AN/ARC-12 provides am {voice) facilities for communicotion between airgcrof, or between
sirerate, and ground instsliotions.

This set has 10 preset erystal-controlled channels, one of which is o guard channel, with provision
for monitoring the guard frequency while operating over one of the communication channels.

It iz also ¢ component of Radio 3ot AN/ARLC-3Y, an cirborne communications relay sysiem, which
consists essentially of two AN/ARC-12's receiving on one frequency and tronsmitting on g differens
frequency.

This equipment is functionally similor to the AM/ARC-1, except for the frequency range coverad.
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MITRUCVION LITERATURE:
AN16-30ARC12-3 )
LASSIFICATION OF EOuPMENT. Restticted

U3ING SERVICE : Movy
RADIO SET GATE OF THIS SHEET: 29 May 52

MAJOR COMPOMENTS

QUANT NAME OF COMPOMENT DIMENSIONS (IN) IN3TALLED WEIGHT (LBS)
1 Transmitter-Receiver RT-58/ARC.12  9.1/32 x 10-7/8x 24.1/3 45.3
3 Dynamotor DY.9B/ARC.1 31722 57/4 x9-3/18 5.7
1 Mounting Base MT-2304/ARC. 12 Mot Availakle 4.1
1 Cabling CX-181B/ARC.1 " " L8
1 Control Unit C-115/ARC.T i " 1.0
or Trd5/ARC.T

1 Mounting Plote MT-4/ARR-2 4 '7 0.1

. OPERATIONAL CHARACTERISTICS
TACTICAL USE: Alrcraft,

IMSTALLATION: Airborne.

APPROXIMATE RANGE {IN MILES): Line of sight.

CAN COMMUNICATE WiTH: AN/ARC-12, -19, -27, -30, -33, -34; AN/GRC.14, -27, -29, -30, 3%
AN/GRR-7; AN/GRT-3; AN/MRC-12, -20, -22; AN/PRC-14, <17, -20:

AN/TRC-32; ANJURC-4; AN/URR-9, -12, -13; AN/URT-10; MAR; MAY,;
R-278/GR; RDR; RDZ; 5CR-416; TED.

TECHMNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 225 -~ 350, 9 presat mein frequencies ond | guard

frequency.

TYPE MODULATION: Am.
TYPE OF SIGNAL: Yoice.

POWER QUTPUT: Transmitter: § w.

Receiver: 500 mw.

POWER REQUIREMENTS: 24 v, de{d5 emp)intermitient® [20.5 omp) continuens,

* The result of channel selection and non-continuous transmission,

PHYSICAL CHARACTERISTICS
Radio Set AN/ARC.12 measvres 91/32 x 10-7/8 x 24.1/2 inches, net weight 53,8 pounds.
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