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Cetarus: Standard |
i_ CLASSIFICATION OF SCUIPMERY : Unclassified
i

USING SERVICE: Navy | AN/COMP TYPE MUMBER: - TTLEVFG
DATE ©F THES SHEET: 10 Jun 52 TELETYPEWRITER

Teletypewriter TT-51/FG is o general purpose,
receiving only, puge printing teletypewriter 2quip-
ment used in wire or redic communicotion circuits
ot shore staiions, The typing unit hos stondard
English characters.

it consists essentially of ¢ commercicl {Teletype
Carp Model 15} page printing teletypewriter, ond
associgied component.

The equipmen? hos ¢ governed-series motor, and
zan be speroted from any 50/60-cye, l-phose, awc
POWE? SOUFTE.

TY-81/F3
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IMSTRUCTION LITERATHRE: Mot Available

CLASSIFICATION OF FOUIPMENT: Unclassified
TT-51/FG : USING SERVICE: Navy

TELETYPEWRITER BATE OF THIS SHEET: 10 Jun 52

MAJOR COMPONENTS

FUANTY KAME OF COMPORENT DG EMSIONS (I8 INSTALLED WEIGHT (LBY)

i Typing Unit, Teleiype Gorp Hodel, Bet Avallable Kot Aveilable
BRpisg/aan

4 Bagse, YTeletype Corp Model, BESG # # * "

i Powsr Unit, Teleivpe Corp Hodel, ® ® L w
RES 29

b Table, Teletype Corp Model, XET415 ® = * *

i Mo tor, Telatyvpe Corp HMedsl. MUZY " i " #

£ Felay, Teltetype Corp Model, RYSO # ® S # #

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shore stotion, '

INSTALLATION: Ground, fixed.

CAN COMMURICATE WITH: Five unit code teletvpewriter é‘mﬁgméﬁ'in& equipment eperating ot 368
opf.

TECHNICAL CHARACTERISTICS
OPERATIMNG FURCTHINS: Avtomatic reception from line circuits in printed poge form.

OPERATING SPEED: 368 opm; 72 English characters per line,
MOTOR CHARACTERISTICS: Covernedezeries, 7,102 rom, 115+, o motor,

POWER REQIUIREMENTS: 240 w, 115 v, 50/60 cve, 1 phase, ac.

PHYSICAL CHARACTERISTICS
Teletypewriter TT-51/FG mevsures 38-3/4 x 24 x 24 inches, net weight 215 pounds.
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