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STATUS:  Stendard
P CLASSREICATION OF EOUPMENY : Unelossified

USING SERVICE: Army | AN/COMP TYPE NUMBER: T.5/ERC
BETE OF 7Hi% SHEEY: 30 Jan RY BADID TRANIMITTER

Radio Transmitter T-5/FRE i g long-range, high-
power, medivme snd low-frequenay, ervstel-
controlled, transmitting station equipment. Can
be vsed for commmaivation by e-m {voice vsing
cdditional equipment cw, mow, or frequency. shif
keving) signals ot fixed plant instalintions.

This equipment consists of o single transmitting
anit ond o funing house, and i% is used principally
as the low-frequency rf unit of o mueltichennsl
radie system.

it aperates into o 800-chm trensmission line which
feeds o vertical rediator, or ¢ beveridge type
gnientig.

A low-voltage power supply wnit is contained
within the equipment cabinet ond the high-voltege
iz furnished by an exiernol source. bt requires
230ev, wer power.

LUT-G5/FRG.

Informetion DRIGIMAL
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' IHSTRUCTION LITERATURE: Ti4 11.820 |
CLASSIFICATION OF EQUIPMENT: Unclassified

T.5/ERC . AN/COMP TYPE NUMBER BSING SERVICE : Army
TRADIO TRANSHITTER IDATE OF THIS SHEET: 30 Jon 52

MAJOR COMPONENTS

SUARKT HAME OF COMPOWERTY DIMEMSIONS (IM) INSTALLED  WEIGHT 4B%)
Radio Traansmitter T-5/FRC 631 x 2B % 38 154
1 Entenna Tuning House BB« 1/8 % 38~ 5/H x 3% 5i/8 g%

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Fixed plant.

S TALL ATION: Fixed station.
APPROXIMATE RANGE (IH MILESY: Mediom, long.

CAN COMMURICATE WITH: an/arc-5, —p: AN/FER-E, -28; AH/GRR-2, ~3: AN/MRC-30: aK/SRC-3;
AH/SRR=%, =51, =425 AN/TRO-3; AN/ URR~10, =22, -23; AN/VRO-4; BC-3il; ~BHY, =308, ~453,
7T, ~i004; MES; 0A-83/FRC; R=B2/BR, -80/PR, -96/8R, -129/0, ~203/8R, -205/6, -206/PR,
~210/4, ~211/4, ~212/3R, ~-2313/8R, -215/88, ~2uF/URR, ~3T74/FRR, -320/FRC, -388/URR;

RAK; RAL; RAD: RAS: RBA: RBB: RBG; REH; RBL; RBM; HB0; RCF; RCG; RCH; RDF; RODM; SCR-177,
wBHY, ~27T8, =838; AR-88 [RCA): ARC Type 1if: Flsher T8 285-7%; Hammarlund SP-g00-JX;
Hational HRO-5(.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 0.15 - 0.55.

TYPE MODULATION: Am.
TYPE OF SIGNAL: Cw, mew, frequency chift keving, and voice with additionel equipment.
POWER QUTPUT: 400 w.

POWER REQUIREMENTS: 220 v, 50/60 eye, ae.

PHYSICAL CHARACTERISTICS

Informotion on Raodie Transmitter T-5/FRC not aveilable.
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