COMADENTIAL—Securily Informution

JANAF 161

STATHS : Substitule Stenderd -0
CLASSISIATION OF EQUIPBENT : Unclassifie
USING SERVICE: Kavy SERVICE TYFE NUMBER: TAB.4
DATE OF THis sHEer: 2 May 52 2 KW TRANSMITTING EQUIFMENT

2 K% Tronsmitting Eguipment TAB-4 iz s medivm-power fixed stotion radicteloaraph tronemitter of
signals within the -} and of range (.1 to (.555 me.

This transmitter con be operated sither locally or from o remote point over ¢ single felephone puir.

i1 storis when the felograph key iz operated and sulometically shute down 30 sscends ofter keving
is stopped.

i4s entennc selector switch permits e guick chonge frem one tronsmitting ontenna fo enother when
two antennes ore vsed o cover the frequency range,
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JAMEP 161

Thl-4

HUSTRUCTION LITERATURE: . .
_ GEL-G092 g g
CLASSTFICATION OF EQUIPENT: Unclossified |
SERVIC USING SERVICE : Navy

o KW TRANSHITTING EQUIPMENT BATE OF THiS sWeet . 2 Moy 52

MAJOR COMPONENTS

DUAKT MAME OF COMPOMERT DHMEHSIONS (IM) INSTALLED

1 Franemitter Unit CG-4225, -4725-A 6 » 15716 x 353153
43068

1 Motor Gensrator Sef 124354, 23-5/8 % 73-1/8 x 22-7/8
1348355, 124748 '

i Automatic Starter CG-4208, -4228-A, 27-1/8 x 25-5/8 x 39-3/%4
47288

1 Geonerador Fuse and Filter Box 23 4w 112 % 155/8

CGa4226, -4226-h, -4226-8

OPERATIONAL CHARACTERISTICS
TAOTHCAL HSE: Shore stotions.

INSTALLATION: Ground.

APPROYIMATE RANGE (IN MILES): Long.

WEIGHT (LBS)
1,098
2,218
173

113

CAM COMMUMICATE WITH: AN/ARC.E -8 AN/FRR-4, -28; AN/GRE-2, -3; AN/MRC.20;
AN/SRC.% AW/SER.Z, <11, -12; AN/TRG-1; AN/URR.I0, -22, -23; AN/VRC4; BC-314,
344, -348, -453, <779, -1004; MBS; OA-58/FRC; R-62/PR, -B0/PR, -9¢/SR, -120/U,
S20/5R, -205/4, S206/PR, -210/U, 211/U, -212/8R, -213/SR, -215/SR, -247/URR,
IT4/FRR, SA20/FRE, -BB/URR: RAK; RAL; RAD; RAS; RBA; RBB; RBG; RBH; RBL;
REk: RBO, RCE: RCG; RCH; RDF; TDM; SCR.177, <244, -274, -614; AR 88 (RCA},

ARC Type 17; Fisher TS 253; Hommeriund 3P-500-JX; Notional HRC.50.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE 1N MEGACYCLES: 0.1 - 0.555

TYPE MODULATION: Am,
FTYFPE OF SIGNAL: Cw, mew.

POWER QUTPUT: Cw: 2 kw.

Mew: 1 kw,

POWER REGUIREMENTS: 7.9 kw, 220 v, 40 eye, 3 phase or
T.0 bew, 440 v, 25 cye, 3 phose ar
7.75 kw, 120 v de.

PHYSICAL CHARACTERISTICS

3 KW Transmitting Equipment TAB-4 measures 76 n 58-15/16 x 3531/32 inches.
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