CONBIDENTIAL—Security Information SANAP 161
STATES: Limited Stondard :
CLASSIFICATION OF EQUIPMENT : Unclassifie

USING SERVICE: MNavy SERVICE TYPE NUMBER TC4
BAYE GF THIS SHEET: 9 Moy 52 RADIC TELEPHONE & TEL EGRAPH TRANS EQUIP |

Hodio Telephone and Telegraph Transmitting Equipment TCC-4 trensmits rediotelegraph and radio.
telephone signals at medium power in the 2.0- 1o 18. l-me frequency range for point-to-point, grounds
fo-air, ond fransoceanic communication. Ten presef, crystol-controlled transmitting frequencies are
uvaileble and can be selected from o remote position.

This equipment is o complete h-f transmitting station which inciudes oll units necessary for either
focal or remote control.

With o four-wire control line, the contral unit can be usad fe dial-tene, stort, ond stop the transmitter,
te kev the carrier on or off, and %o relay tone or veice modulating signals.

Cirguits are provided for o telephone line linking locel and remote operoting positiens.

When operoting the transmitter from o 25-cye, I-phase power souree, o frequency converter is used.
in ail coses, the remote controel unit cperotes on 25-cye qge.
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PRSTRECTION LITERATURE: MevShips !
G, 214 :

CLASSIFICATION OF SQUIPMENT: Unclassified

TCC4 SERVICE TYPE MUMBER USIMG SERVICE : Mavy
RADIO TELEPHONE & TELEGRAPH TRANS EQUIF BATE OF 1815 SHEETY: ¥ May B2

MAJOR COMPONENTS

QUANY HAME OF COMPONENT DIMENSIONS (M) INSTALLED  WEIGHT (LBS)

1 Radio Tronsmitter COL-52297 Th x 48 x 24 1,.6060.5

H Leation Hoandset and Cord 49H-5 Naot Avoilable Mot Avoilghle

i Remote Control Unit 16-1/2 % 19 x W0 53.0
COL-23360

1 Operator's Desk Set 2236-3 51/2 % 5-1/8 x 7-1/2 575

% Telegraph Key Cord and Mot Avoilable Mot Avgileble
Plug 674-3

i Frequency Converter 33TN500 - u ¥ "’

OPERATIONAL CHARACTERISTICS
TACTICAL USE: %Yhore radie stations.

INSTALLATION: Ground.
APPROKIMATE RANGE (1N MILESY: Extended.

CaAM COMMUMICATE WITH:  AN/ARC.Z, <5, -8, -9, -21, -28, -26; AH/ARR-15; AN/FRE1G;
AR/FRR., -4, 7, «13, «28, «33; AN/GRC-9, - 13, -2¢; AN/GRRE.Z, -3, -5; AM/MRC.2, -4,
-4, <20, -72; AN/PRC.T, -19, .20; AN/SRR.Z, -8, -12, 13 AR/TRO-1, AH/URRAG, 22,
-23; AN/YRE-T, -4; AN/YRR-2; B(-312, -342, -348, <779, -794, -1004; MBS; WG; OA-58/FRC,
~59/FRC; R-52/PR, -80/PR, -94/SR, 129/, -M3/5R, -205/Y, -204/PR, .208/FR, -209/FR,
~210/U, 21174, 21Y/8R, 274/FRE, -320/FRC, 388/ URR; RAL; RAD,; BAS; RBE; RBL,
RBG; REH; RBM; RBO; RBP; RBS; RCF; RCG; RCH, RDE, RDM; REA; SCR-177, -1488,
<193, -244, -274, -281, -39%, -49%, -504, -536, -543, -58% ~5%3, -6%4, -704; TBO; TBX;
TOH; YCP, TCS; AR.88 (RCA); Collins 1854 (AF Model); Colling 754-2; Fisher 75 25-3;
Hommorluad $P-400-2X; Hotional HRO-50.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 2.0-18.1.

TYPE MODULATION: Am.
TYPE OF SIGMAL: Cw, mew, voice.

POWER QUTFUT: Cw: 1 kw.
Mew: &00 w.

POWER REQUIREMENTS: Tronsmitter: 4.50 kw, 220 v, 25/60 eye, 3 phase, se.
Operator’s control anit: 105128 v, 25 ¢ye, | phose, oo

PHYSICAL CHARACTERISTICS

Rodio Telephone ond Telegraph Tronsmitting Equipment TCC- 4 measures 78 x 48 x 24 inches,
net weight 1,700 pounds, volume 52 cv #1, 1.3 skip tons.
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