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CLASSIEICATION OF EQUIPMENT :Unclossified

iUSiﬁG SEBVICE: Mavy

DATE OF THIS SHIET: 14 May 52

SERVICE TYPE NUMBER:

SAMAP 151

TOD, TDE-1 through -4

RADIO TELEPHONE TRANSMITTING EQUIPMENT

CONFIDENTIAL—Security Informolion

Rodie Telaphone Tronsmitting Equipments THD
and TDDR-1 through -4 are single-frequency, lowe-
power, g-m (voice) transmitters for use in airport
traftic confrel towers.

This equipment has one preset erystel-coniroiled
chonnel und the antenns load ol incorporates o
variometer adivstment for fine tuning. Taps on

the stotor permit course adjustment, thus providing
e wide choice of antenns types.

Provisions are made for connection of g remote
telephone or microphone, and o muting relay is
utilized to prevent feadback or obisctionebls
interference when o receiver is used in conjune-
tion with this transmitter.
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THSTRUCTION LITERATURE:

- avihins 900,771
CLASSEEICATION OF FOUIPMENT dinclossified
LEDD, TDD- through -4 : SERVIC EEING SERVICE Hovy
ER&@%Q TELEPHORE TRANSMITTING EQUIPMENT GATE OF THIS SHEEY: 14 Moy 52
MAJOR COMPONENTS
FIART HAME OF COMPUNENT DIMERSIONS N INSTALLED  WEIGHT (LBS)
3 RBadioc Transmitler €0[-52288, or 52 n 2B-1/2 % 18 186
anvone of the foliowing:
COC =52 2584 §2 x 2B=4/ 7 = 18 ize
CBST-52258-8 5i~8/7 % 22-1/2 x 47-1/2 kot Availeble
CCl-52288~C §i~3/2 % 22-4/2 » 1T=3if2 N "

OPERATIONAL CHARACTERISTICS
TACTHOAL USE: Airport control fowers.

INSTALLATION: Ground, fixed.

APPROYIMATE RANGE (M MILES): Line of sight.

CAN COMMUNICATE WITH: A8/ARC~5, -8: AH/GRR-3; AW/MRC<20; AK/SRC-35; AN/SRR-3, -13%, ~1&
AU/ TROw$; AN/VRCau; BC-348, -~388, —453, -77%; MBS; R-06/SR, -128/U, -203/SR, -206/FPR,

~230/4, =211/8, -212/38, -213/SR, -2i5/8R, -2&7/URR; RAK; RAL; RAS; RBA; RBH; RBL: RBH;
FCH: ROF: SCR=$7%, —27#, —-6i4; ARC Typs 12; Fisher TS 25-3%; Hational HREG-50.

TECHNICAL CHARACTERISTICS
FREQUENLCY RANGE IM¥ MEGACYCLES: 0.20 - 0.55.

TYPE MODULATION: Am.

TYPE OF SIGMAL: Veice.

POWER QUTPUT: 158 w.

POWER REGUIREMENTS: 330 w, 115v, 60 cye, ! phase, se.

PHYSICAL CHARACTERISTICS

Redio Telephone Transmitting Equipment TDD or TDD-1 through -4 measures 52 x 25-1/2 x 18 inches.
Packed for domestic shipment: votel weight 475 peunds,
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