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CLASSIFICATION 0F EQUIPMENT ‘Unclassified

USING SERVICE: Navy SERYICE TYPE NUMBER TOE |
DATE OF THIS SHEET: 9 May 57 RADIO TRAHSMITTING EQUIPMENT

Radic Transmitting Equipment TDF is o medium-
power, general purpese, m-8/hed, radictelephone
equipmeni vsed specifically for remete contrel
epergtion, permitting shore stotion insteliotions %o
communicate with ships, or other shore stotions.
Six preset crystal-controlled charnels can be
selected by either of the twa remote contrel yuisg,

Relay keying speeds vp to 40 wom are pessible.

A herizental, or sloping type, single~wire antenna,
50 to 65 teet long, is sviteble for this equipment.

& low resistance greund system is essenfial,
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IMSTRUCTION LITERATURE.
Mavihips 35339 e
CLASSIEICATION OF eainpmEnt: Unclassitied
:SERVICE TYPE NUMBER _ USING SERVICE: Navy
RADIO TRANSMITTING EQUIPMENT DATE GF THIS SHEET: ¥ Moy 52
MAIOR COMPONENTS
QUANT HAME OF COMPOMERT DIAERSIONS (IM) INSTALLED WEIGHT [LES
i Radie Transmitier CRM-5 2261 Gi=-4/8 % 38 x 20 [21]
¥ Remote Control Unmit CRM=23m8 Beify x 18 x 9-1i/3 ig

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shore stations.

FBESTALL ATION: Ground, fixed.
APPRONIMATE RANGE (1N MILES): Mediem, long.

CAN COMMURICATE WITH: Ad/8RC-2, =5, =8, ~8, =21, =25, -26; AN/ARR-1E: AW/FRC-10:
AR/FRRw3, wi, =7, =12, =28, =35 AH/GRCwg, =12, =2§; AH/GRRE-2, =3, =B AN/HRC-2, =&,
16, =20, «22; AR/PRC-7, =19, «20; AN/8RR=3, -8, «iZ, ~13; AH/TRO=%; AH/URR-3G, =22, -29;
AM/VRC-1, =i AK/¥RR-2; BO-312, =342, «388, -779, =704, =100u4; MES: M% 0ABa/FRC,
+B89/FRE; R-62/PR, =30/FR, ~8&/88, =1%/U, ~203/8R, ~205/8, ~206/FR, -208/FR, ~208/FR,
216/, ~2381/U, ~2383/8R, «274 /FRR, ~320/FRC, -388/URR; RAL: RAG; RAS; RBB; RBC; RBG:
REH: mBM; RREO:; RBP; RBS; RCG: WCH; RDE: BDMy; RES&; SCR.177, - 188, -10%, —24%, -27%,
w21, =IO, =480, -508, =59, -543, -555. ~593, -694, -704; TBO; TEN; TCH; YCo; TC&
YOS AR-88 (8CA): Coliins 1888 [AF Modell: Colling THA-2p Fisher TS 25 %
Hammariund SP-500-J¥%; Hational HEO-50.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 2.0-9.4.

TYPE mMODULATION: Am.
TYPE OF SIGHAL: Yoice, ew, maw.
POWER GUTPUT: 128w,

POWER REMUHREMENTS: 1,030 w, 105125 v /210-250 v, 50/60 cye, 1 phase, oc.

PHYSICAL CHARACTERISTICS

Rodie Trensmitting Equispment TOF meosvres 61-1/4 x 34 x 20 inches, net weight 1,135 pounds,
Packed for domestic shipment: total weight 1,640 pounds, totel volume 74 cu &1, 1.85 ship tons.
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