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trarus . Substitete Stondovd
CLASSEFICATION OF EOUIPMENT : Unclossified

USIRG SERVICE: Movy SERVICE TYPE NUMBER: TCP:3
BATE OF THIS SWEET: 9 Mav 52 RADIO TELEPHONE TRANS & REC EQUIPMENT

Bgdie Telephone Tronzmitting end Receiving Equipment TEP-3 is o compoct, mediem-powsr m-f
transmitarsraceiver for shipboord vse in ship-te-ship, ond ship-to.shors rodictelephone communication.

& selective ringer moy be ssed with this equipmest to enchle o shore stetion to sigal the operater
by ringing o bell dboard the =hip.

Ten presst crystel-conirolied wonsmitting ond recelving chonnels are provided,
A single versicalowire antennc 25 to 35 feet in loagth should be used.

TCP-3 is evailoble for operation from 32, 115 or 230.v de; or 115.v, 50/60 cye, ac.
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HETRUCTION LITERATURE:

MavShins 95318 _
M@SSEFK&H@% OF FOUIPMENY :tinclassified j

SERVICE TYPE NUMBER | USING SERYICE : Novwy
| RADID TELEPHONE TRAMS & REC EQUIPMERT IDATE OF THIS SHEET: 2 May 57 I
MAJOR COMPONENTS
GUART MAME OF COMPONENT DIMERNSIONS (I N) INSTALLED  WEIGHT (LBS)
5 Transmitter-Recaiver Unit CRM-33010-A7 97 x 30-1/8 % 22 %40
B900%-A%", B3I06L%", BAOG2°CC
i Remote Control Unit CRM-23230 10-5/8 % 1%-5/8B x 5-3/8 it
i Line Filter Unit CRM-530867, 10~9/36 ¢ 5-3/8 % +8/8 g
CRM-53085°" or K3jgsr==®
® 4§8-v de. * gs.y do,
TR 230-v de. *eregiBov, 5G/60 cyc, I phase, ac.

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipboord.

INSTALLATION: Shipborne,
APPROXIMATE RAHGE [IN MILES): Medivm.

CAN COMMUNICATE WITH: AR/ARC-), -5, -8, =9, =21, ~25, =26; AN/ARR-15; AN/ART-1% AH/CRT-3;
AR/FRC-1G: AH/FRR-3, -8, -7, -12, 28, ~32; AH/FRYI-5, -6, ~15, =-1i7, ~i8: AW/GRC-9, -13, -24;
AM/GRR-2, =3, -B; AR/MRC-2, -6, -16, <20, -22; AR/PRO-7; AW/SRE-3, -8, -12, ~1% AN/SHT-y;
AR/TRG-4; AH/URR-31D, ~22, =237 AM/URT-2, -3, ~H; &N/VYRC-3, -H; AN/VRR-2; BC-19%, -312, -138,
~34F, ~348, -BOL, -BE?, -610, ~F79. ~T94, ~L008; WES; M); OA-58/FRC, ~50/FRp, -40A/FET, -g0B/FRT;
R-g2/FR. -BO/PR, ~96/SR, -129/U, -203/5R, ~208/U, ~206/PR, -z08/FR, ~208/FR, -210/U, -211/U,
~213/SR, -278/FRR, -320/FRC, -3B5/URR; RAL; RAG; RAS; RBE; RBG; REBH; REM; REO; REP; RES; RC-52:
RCF; RCG; RCH; RDE; RODM; REA; SCR~L77, -188, -193, -244, -276, -281, ~35%, -499, -506, -536,
~545, -B85, -59%, ~607, -594, -70u; T-u/FRC, ~83/8R, -1B§/FRT. -$59/FRT, -172/FR, -173/FR,
-L7%/FR, ~{76/FR, -177/FR, -180/FR; TBA; TC; TeK; TBL; TaM; ToW; Teo; Tey; VBX; TC8; TCC;
TCE; TCh; TCK; TCp; YES:; TCZ; TOE; TDF; TOH; TOR: TDo: VEB: TEC: TEF: AR-88 [RCA): Collins
1854 [AF Modal}; Collins 32¥-2, 754-2; Fisher TS 25-3; Hemmariund SP-g00~JX:; Msrconl TH-8i~B;
Bntional HRO-88; Westinghouse Type MW: Wilcox 96D, 9%A.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 2.0- 3.0,

TYPE MODULATION: Am.
TYPE OF SIGNAL: Voice.
POWER QUTPUT: Tronsmitter: 75 w.

Raceiver: 7w

POWER REQUIREMENTS: 830 w, 2 v, de; or
920 w, 115~ 238 v, de; or
690 w, 115 v, 50/40 cye, 1 phase, oe.

PHYSICAL CHARACTERISTICS
Radio Telephone Tronsmitting ond Receiving Equipment TCP.3 measuvres 37 x 20-1/8 x 22 inches,
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