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STATHS:  Substitute Stondord
CLALSIFICATION OF FOUIPRENT : Unelassifie

USING SERVICE: Navy SERVICE TYPE NUMBER: TCP, TCP-1, .2
DATE GF THIS SHEET: 2 May 32 RADIO TELEPHOME TRANS & REC Eouip

Raodio Telephone Transmitting end Receiving Equipments TCP, TCP.1 and -2 are compact, medium
power, mef, transmitter-receivers for shipboard use in ship-ioeship or shipeto-shore radicteiephone
communication.

A selective ringer may be used with this equipment to encble o shore statien te zignul the opercior
by ringing c bell choard the ship.

Ten preset crystol-controlled transmitting ond receiving chonnels are provided.
A single vertical-wire antenno 25 to 35 feet in length is used.

Tronsmitter-receiver components are ovailoble for operation from 32- or 115-v, d-c power sources.
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MAIOE COMPONENTS
CREAMT NAME OF COMPONERNT DUMENSIONS (I8} INSTALLED  WEIGHT (LBS)
i Yrinsmitter-Receiver Unit CBM-B300€%, 37 u 20-1/B % 22 BLH
BEGUS-E%, 5R010%F, 93040-4""
1 Bemute Contre! Unit CHM-23330 i0-1/8 ¥ 13-5/8 2 5-3/8 31
] Line Filver Unlt CRM-B2074%, S3077%%, 10 x £-3/2 % & 3
53@8535 BoGRes™ $0-9/44 v 9-83/8 x =8/8 @

f 8% v, d-¢ PO eoures
PELER, ¥ d—g *

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipboord stations.

BESTALLATION: Shiphorne.
APPROKIMATE RAKGE (M MILES: Mediem.

Cok COMMUMICATE WITH: AE/ARC.2, -5, -8, -8, -2, -85, -36: AM/BRA.$5; AN/ART.1%, AK/CET.3:
AHPRC.50; AB/FRR-G, B, -F, <53, -28, -38; AM/FWT.5, -6, 18, 47, -4B: AM/GRC-g, -13, 2¢6;
AR/GRR-Z, ~3, -5 ARG, -8 <36, -20, 225 AW/BRU-Y; aR/SRR-%, -8, -4, -33; AK/SRT-n;
AR/TRO-3; AR/URR-S0, 22, ~23; ABJURT.Z, -3, - AW/VRC.1, -8 AN/VRR-2: BC-193, -313, -339,
~387, ~388, -BO%, ~BET, ~810, 79, 704, -1004; MBS: Mg; OA-BB/FRC, -859/FR, -60&/FET,
~GOB/FHT; R-g3/PR, -80/PR, ~B6/SR, ~129/U, -303/88, -208/0, -p0¢/PR, -208/FR, -208/FR,
-210/0, ~2it/U, -293/8R, -2vR/FRR, -220/FRC, .ape/uRR; RAL: WAD; Ra5; RES: RBY; RBW; BEM: kB0
RBP; RES; RC-.5z: RCF; RCG; RCW; ROE; ADM; BEA; 8CR-377, -186, -10%, -2BE, -27%, -281, -39,
~599, -504, -538, B3, -B85, ~593, 607, 498, ~704: T-5/FRC, -m3/SR, -158/FRT, -150/FaT,
~1T2/F8, ~173/ER, ~378/FR, ~L75/FR, ~17F/FR, -230/0W; TBA: TBC; TBN; T8L; TBM: TeN; YBO: Ty
TBE; TCB; TOC; TCE; Tow: YOK. TOP; TCS; TCP: TOE: TDF: TOW, TDW: Tho:; TEG, TEC; TEF; if.as
IRCA): Colline 18S-u {AF Model)l; folline %2¥-2, 784-2; Fizher TS 25-3: Hammerlund &P-S00-J%;
Harcon! TH-21~8: dalional HRG-50; Wesilnghouss Tvpe MM Wilcox 940, 994,

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 2.0- 3.0.
TYPE MODULATION: Am. TYPE OF SIGNAL: Voice.

POWER GUTPUT: Tronsmitter: 75 w. Recsiver: 1 w.
FOWER REQUIREMENTS: 832w, 32 v, de; or 920 w, 115 ¥, de.

PHYSICAL CHARACTERISTICS
Hadie Telephone Tronsmitting ond Beceiving Equipments TCP, TCP.1, <7 moasure 37 x 20-1/8 x 32

inches.
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