COMNFIDENTIALSecurity Indarmation SAHAP 161
SYRTUL: Limited Stonderd
CLASSIBICATION OF EOUIBMERT + Unclassifiad]

USHNG SERVICE: Navy SERVICE TYPE NUMBER: TAGY
DATE OF THls SHEEF: 2 May 52 2 K¥ TRAMSMITTING EQUIPMENT

2 KW Tronsmitting Equipment TAGL? is o shipboord radic transmitter of snmodelated, or modulated,
telegraph signals within the f spectrum,

Eoue differant versions of this equipment are avoilable ond permit cperation from & power source of

either 115 v de, 230 v de, 220 v ac, or 440 v we.

Can be sperated locnily or controlied from o remote point by mesns of o Mavy stendard four or six-
wire remote control unit.
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COMPDENTIAL-Security Informution

TALS SERVICE TYPE W

Jamar 161

2 K% TRAMSMITTING EQUIFPMENT

MITRULTION EITERATURE:
avihips 900,273

BEYE OF THIS $HEET: 2 Moy B2

| CLASSIFICATION OF EQUIPMERT: Unelassifisd
USING SERViCE @ Navy

|
|
|

MAJIOR COMPONENTS

GHIANT

[

1

HAME OF COMPOMENTY

Hadie Tronsmitter 552182,

52183

Motor Generator Set CG-Z135E8,

S3TARR-A 21359, -2135%-4;

~213668, 213404

Magnstic Controller CAD-21346,

-21387,

~21368, -2136%

DHAENSIONS (IN) INSTALLED
72 % 49-1/4 » 34-1/8

27 % 78-3/8 x 22-V/4

37 x 71-5/8 x 22-1/4

22-1/2 % 16-1/2 x 14-1/2

22-1/2 % 13-1/2 x 14-1/2
26-7/16 x 26-81/64 » 12-19/32

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipboard.

INETALLATION: Shipborne.

APPROXIMATE RANGE (IN MILES): Extended.

WEIGHT (LBS)
985 or 1,050
1,325
1,185

0%

74
140

CAN COMMUNICATE WITH: AN/ARC.S, .8 AN/FRR.4, -28; AH/GRR-2, -3; AN/MRC20; AR/ERC.3;
AN/SRE-3, <11, -12; AM/TRQ-1; AR/URR.I0, -22, -23; AN/YRC-4; BC-314, 2344, -348, -453, -779,
-1004; MBS: GA-BB/FRC; R-62/PR, -BI/PR, -96/5R, -129/4, -203/SK, -205/1, -206/PR, -210/U,
J211/U, ~212/8R, -213/5R, -215/SR, «247/URR, -274/FRR, -320/FRC, -388/URR; RAK; RAL; RAQ;
HAS: RBA; RBB; RBG: REH; RBL; RBM; RBO; RCF; RCG; RUH; RDF; RDM; SCR-177, 244, -274,
-414; AR-88 (RCA); ARC Type 12; Fisher T$25-3; Hammoriund SP-600-13; Notional HRO-50.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE I MEGACYCLES: 0.175 - 0.600.

TYPE MODULATION: Am,
TYPE OF SIGHAL: Cw, mew.

POWER QUTPLUET: Cw; 2 kw.
Mow: 1 hw.

POYWER REQUIREMENTS: 8 kw, 220 v, 40 cve, 3 phase or
8 kw, 440 v, 60 cye, 3 phase or
8.6 kw, 230 v de or
8.6 kw, 115/120 v de.

PHYSICAL CHARACTERISTICS
% KW Tronsmitting Equipment TAQ® measures 72 x 63-3/4 x 34-1/8 inches.
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