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CLASSIFICATION OF EOUIBMENY dinclassifie

USIHG SERVICE: Navy SERVICE TYPE NUMBER: _TBA3
BATE OF YHIS SHEET: 29 Apr 52 RAGIO TRANSMITTING EQUIPMENTY

Reodie Transmitting Equipment TBA-3 is o medium power ship-to-ship and ship-to-shore, hof, radio-
telegraph tronsmitter for surfoce vessels.

bt may be keyed at speeds wp to 100 wom of all frequencies within its range,
Frequency is controlled by means of o continuvcusly vorioble master seciliater,
A single-wire antennc iz recommended for el freguencies,

This transmitter can be controlled ot a remote site by means of o stondard 4- or fowire Navy contre!

unit,
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INSTRUCTION LITERATURE: |
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* : USHHEG SEBYVICE : Movy
HADID TRANSMITTING EQUIPKERT . UATE OF THIS SHEEF: 29 Apr 57
MAJOR COMPONENTS

GLEANT HAME OF COMPORNENT BHAENSIONS (I INSTALLED WEIGHT (LBS)
Transwmitter Unit CE-52118 Ti w 4% x 83-1/8 578

% Hotor fsnerator Set CG-21375% 17=8/18 » FO~F/i8 x 36 818
Magretic Controlier CG-21373, 23-4/8 » 20-1/8% x 10-1/% 85
-238FH

CPERATIONAL CHARACTERISTICS

TACTICAL USE: Shiphoard,

INSTALLATION: Shipborme.

APPROXIMATE RANGE (1M MILES): Long.

CAM COMMUMICATE WITH: MJARC-z, -8, -8, -0, —2§, -28, ~26; AM/ARR_gm: AN/FBC.g6; AK/FER-3,
b, ~iZ, w28, -32; AM/GRT-3, -, -9, ~i%, ~26; AM/GRR-z, ~u, -5: AM/MEC.2, -4, -18, 220
AM/PRO-T, —8, -15, -20; AM/SRE-3, -@, -12, -1%; AH/VRO-3; AR/URR.10, -22, -2%; gH/YRE-i, -5,
~8, =%, -14, -28; AE/YRO-1:; BC-352, -387, ~3%8, ~779, ~TOR, -~100%: MBS; 0A-38/FRC, -59/FRL;
Rugz/PR, ~80/PR, -95/58, -12%/8, -20%/SR, 20870, -206/PR, -208/FR, -20%/FR, -zig/u, -2L5/4,
-25%/8R, -3 /FRR, -120/FRC, ~386/URE; RAL; RAC; RAg; RBE:; BBC; #BG; REH; REM; RBO; RBP; RBS;
RCF: RCG; ROW; ROE,; RDM; REA; SCR-3y7, ~188, -19%, ~24B, -274, -28%3, -294, -298, -3%9, ~490,

~508, -508, -509, -840, -528, -538, 583, -BBS, -593, -69W, -T0u; THG:; TEYM; VoW Yoo YOS;
AR-gg [RCAY: Colling 1858 (AF Hogelf: Colling 78&-2; Hammarlund $P-g00-JY%; Hatlonsl HRO-50.

TECHNICAL CHARACTERISTICS
FREGUENCY RANGE IN MEGACYCLES: 4.0 - 23.4.

TYPE MODULATION: Am,
TYPE OF SIGHAL: Cw, iow,
POWER OGUTPUT: 1 kw.

POWER REQUIREMENTS: 4,980 w, 220/440 v, 60 cye, 3 phase, oc.

PHYSICAL CHARACTERISTICS
Rodie Transmitting Equipment TBA-3 measures 72 » 49 x 43-1/8 inches.
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