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LTATHS : Substitute Standard
CLASSIRICATION OF toumpmENY : Unclassifie

USING SERVICE: Mavy SERVICE TYPE NUMBER: TEL, TBU-2
DATE OF TS sHepr: 2 May 52 BADIO TELEGRAPE TRANSMITTIRG EQUIPMERT

Radic Telegraph Trensmitting Equipments TBU and TBU.2 are medium-power, m-f radiotelegraph

teansmitters used on lorger types of surfoce vessels. Frequency control is continyeusly voriohie
througheout the Fequency renge 0.3 to 2.0 ma.

TBU and TEU-2 are similar to TBU-1 and TBU-3 except thet the last two have been adapted for

shore simtion instoliction.

Can be speroted locolly or con be keyed from o remote opersting pesition by means of stendard
keying sauipment.

For complete remate control opesation, including start, key, and stop, o standord Havy four- or
six-wire control uvnit con he wsed.

Telegraoh keying speeds up to 100 wpm are possible by means of relay keving.
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IRETRUCTION LITERATURE: MovShips
900,384
CLASSIFICATION &F EoUipmEnT: Unclassified

TE, TRULY SERVICE TYPE KUMBE USIMG SERVICE :  Mavy
RADIO TELEGRAPH TRANSMITTING EQUIPMERNT DATE OF THIS SHEET: 2 Moy 52

MAJOR COMPONENTS

GUARNT WAME OF COMPONERT GHABENSIONS (1) INSTALLED WEIGHT (LBS)
1 Transmitter Unit CAY-52133, Fex 24 = 24 769
52124, -B2EE2
i Mator Generotor Uniy ©AY.27447, I8 o 20574 = TF1/14 1, 2058
~21448, ~21673
[ Magnetic Controller CAY-2144%, 22-21/32 x 16-5/8 = 13-1/4 7

21716, -21693
OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipboard, ‘

ST ALLATION: Shipbome.
APPROVIMATE RAHGE (N MILES: Medium,

AN CUOMMUNICATE WITH: AN/ARC.Z, -5, -8, <21, 25, -24; AN/ARR-15, AN/FRR-4, -7, -12, -28, -32;
AN/GRC.S, .13, -26; AW/GRR-2, -3, -5; AN/MRC-2, -6, -20, -2Z; AN/PRO-7; AN/SRC.E; AN/SRR-3,
g, =11, <12, -13; AN/TRE-T; AN/URR.YG, -22, -23; AN/YRCY, -4; AM/YRR.2; BC.312, 2314, -342,
SB44, W48, 453, 2779, 794, -1004; MBS; MQ; OA-58/FRC, -59/FRC; R-42/FPR, -80/PR, -96/5R,
J129/4, <203/5R, J205/SR, -206/PR, -208/FR, -209/F&, -210/4, -211/4, -212/8R, -213/3R, -215/5R,
JAT/URR, -I74/FRR, -320/FRC, -388/URR; RAK; RAL; RAG; RAS; RBA; RBE; RBG; RBH; RBL;
REM, RBO; RES; RCG; RCH; RDE; RDF; RDM; SCR-177, 188, -193, -244, -274, -281, -399, -499,
B4, <543, B33, -614, -704; TBG; TBY; TCH; TCP; TCS; AR-88 (RCA); ART Type 12; Collins 1854
(AF Model); Collins 754-2; Fisher TS 25-3; Hammarlund $P-600-JX; Hotional HRO-50,

TECHNICAL CHARACTERISTICS
FREGUENCY RANGE IN MEGACYCLES: 0.3 - 2.0.

TYFPE MDDULATION: Am.
TYPE OF SIGHAL: Cw, Mew.

POWER OUTPUT: Ce: | kw.
Meow;, 500 w.

POWER REQUIREMENTS: 440 v, &0 cyc, 3 phase, ac or
230 v de o
118 v de.

PHYSICAL CHARACTERISTICS

Radio Telegreph Tronsmitting Equipment TBU or TBU-2 measures 72 x 34 x 24 inches, net weight
2,350 pounds. Pocked for domestic shipment total weight 5,130 pounds, fotal velume 123.30 cu #,
.08 ship fons. Shipped in 17 pockages.
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