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LSTATUS: Limited Standard
CLASSIFICATION OF EQBIPHEHY : Unclassifie

USIHG SERVICE: Houy SERVICE TYPE MUMBER: TCE-2
BRIE OF THIS SHEET: ¥ Moy 52 BADIO TRANSMITTING EQUIPMENRT

Radie Tronsmitting Equipment TCE.2 ic o compoct, general purpose, low-powst, transmitter for small
eraft, It provides radictelegraph or redictelephone communication over the mef/h-f ranges when used
in conjunction with o suitehle receiver. Six plugein type tuning units cover the frequency rengs,

Ditferent motor generators and mognetic centrellers are supplisd, dependent upon powsr scurces
availabie.

A single wire ontenne can be used for transmission and reception [if the sssocioted receiver is
connected to the onfenna fransfer termingl of the TCE-25.

This equipment is operated from o remote location by means of Remote Control Unit, Mavy Types

CAY.23305, or CAY-23245,
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IMITRULYION LITERAYURE:

Movships 95319
CLASSIBICATION OF FQUIPMENT: Unclaseifiad

-2 SERVI T USING SERVICE © Navy
RADIO TRANSMITTING EGIHPMENT BATE GF THIS SHEET: ¥ May 52

MAJOR COMPOMNENTS

GUART MAME OF COMPORERT DEAERSIONS (1M} IMSTALLED WEIGHT (L85}
i Radic Tranemitler CAY=82151-48 ig = I%-if8 % F-ifs 5.0
i Hotor ﬁﬁ:@emj&or CG- 21636, -216%F, 4128/2 w 26~4/2 u 14 i66.0
- 2i6W, ~2i92F, ~21607
5 Magnetic Controller CAY=21879, wi/2 % LB=if2 ¥ L12-4/8 65,0
= 2iBEG, - 21820, -2i84%6, ~2I887 )
£ Remote Centrol Unit CAY-ZR2ME, G=1/86 % & u Beu/B .25
~ 2350 5

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipboard.

HSTALLATION: Shiphorne.
APPROYIMATE RARGE (IH MILES): Medium,

CAM COMMUMICATE WiTH: AN/ARC-2, B, «8, =0, =21, 2§, =26; AN/ARR-15; AN/FRC-15;
ﬁiﬁfpgﬁ":'}& Hg& wF “'1.29 "’“239 ““32; &%[Gm“@, “‘339 "2&; &géfﬁmwzg m?a ““"5; &ﬁiﬁmmzs “"@s
wif, =2, =22 AN/PRC=7, =19, ~20; AR/SRC.% AN/SER-3, -8, -ii, =12, =137 AR/TRO-L;
RE/BRE- 106, =22, = 28; AR/YRC=, «H; ANFYRR-Z: 80.513, =318, =382, -3RE, 348, ~E53,
wTFR, =TGR, <1008 MBS MO 0A-50/FRC: -88/FRC; Reg2/PR, -B0/PRH, -G§ /SR, =128/H,
-208/3F, ~208/U, -206/PR, -308/FR, ~B9/FR, =210/0, w314 /U, =242/3%, -343/8K,

- 235788, ~2BT/URR, ~3207FRC, »%%iéﬁﬁt‘; RA&E: RAL: BAQ:; RAS; ®BA; RBE; RBEC EBG: REBM;
RBL: BRM: RBO; REP; RES: ROF, ROG; RO ROE: RDF: ®DM; REA; BCR=-377, - 188, = gw

- BHE, =3TH, =281, =399, SR, -B06, -5%, -B8%, -85, =503, m@?%y «To8: T8O TBE:
TEH:TCO; TOP: T6% Colling 1884 (AF Model}; Lollins 76A=2; Fisher TS 28-3% Hamsariund

EP-500-J8; Hational HEO-&0.

TECHNICAL CHARACTERISTICS

FREQUENCY RANGE M MEGACYCLES: 0.35- 2.05in & renges.
Band A: 0.35 - 0.8 Bond ©: 1.5+ 3.0 Band E: 4.525. 4.5
Bond B: 2.8 - 1.5 Bond D 3.0 - 4,578 Band F: &5 . %.05.

TYPE MODULATION: Am.
TYPE OF SIGMAL: Cw, mew, voice,

FPOWER GUTPUT: Cw or mew: 125w,
Yoice: 40 w.

POWER REQUIREMERTS: 1,300 w, 115/230 v, 60 cye, 1 phase, ac, or 208/440 v, 60 cyc,
3 phose, ne; or V157230 v, de.

PHYSICAL CHARACTERISTICS
Rodio Trommitting Equipment TCE-2 measure 16 x 25.1/8 x 17-1/8 inches.
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