CONFIDENTIAL—Seourly Information JANAR 155
STAYUS: Standard
CLASSIFICATION OF 200IPMENRT : Unclossifie

USiNG EEVICE: Movy SERVICE TYPE MUMBER: HMBF
BATE OF IS SREET: § May B2 RADID TRANS g REC EGHP

Radio Trensmitting ond Receiving Bquipment MBF iz o genercl purpose, low-power, veh-f treasporioblie
redictelepheone set vsed for communicotion over line-chsight distonces.

This recsiver hos noise-limiting ond squelch clrenits.

The receiver snd trensmitier each hove one preset crvstole-controlled frequancy within the frequency
range.

A {coaxiol) Portoble Antenna such as Hovy Types COL-46155 ond COL-66156 is used with this

equipment.

COMNEIDERTIAL—Security Information 917 DRGINAL




COMNADENTIALwSecurity Information

FSYRUCTION LITERATURE.
E%w%is%sgs 940, 508 »
CLASSIFICATION OF EOUPMENT: Unclassified

MBE (SERVICE TYPE HUMBER USING SEEVICE : Mgvy

RADIO THANS & REC EQUIP

BATE GF THIS SHEET : § May 52 i

MAIOR COMPONENTS

QUANT MAME OF COMPONENT
i Rodie Transmitter-Receiver
08 43085
[ Accessory Case
COL-10404
1 Meounting Base COL- 10479

DHAENSIONS (B INSTALLED  WEIGHYT (LBY)

2177 % 1581318 = 10-114 26
¥.7/16 = 15-1/16 » 9-3/8 27
14 x 14 x83/4 2

OPERATIONAL CHARACTERISTICS

TACTICAL USE: Shipboard or shore.

FHSTALL ATION: Teansporteble, shipborne, ground.

APPRONIMATE RANGE (IM MILESY: Line of sight.

CAN COMMUNICATE WITH: AN/CRW-7, AN/URR.10, -12; AN/URT.10; BC.787; MBF; R-137/GR,

-274/FRR; RBI; SCTR-607; TBS; TBY.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE N MEGACYCLES: 4 - 80.

TYFE MODULATION: Am.
TYPE OF SIGHAL: Yoice.

FOWER DUTPUT: Tronsmitter: 3w,

Recalver: 1 w to specker; 10 mw to headphenes.

POWER REQUIREMENTS: 120 w, 115w, 50/60 cyc, 1 phase, ac; or

T2k w, 115y, de.

PHYSICAL CHARACTERISTICS

Redio Transmitting ond Receiving Equipment MBF measure 9-1/2 x 1533/14 x 10:1/16 inches,
net weight 129 pounds. Pocked for domestic shipment: total weight 718 pounds, totel volume 1 1.7

ey $5. Shipped in 2 pockages.,
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