COMADENTIAL—Security Informotion ' JAEHAF 16T
$74745: Limited Stondard -
CLASSIFICATION OF couipmeEnT : Unclessified

usiG seRvick: Hovy SERVICE TYPE WUMBER: RAL -5
DATE OF THIS SHEET: 29 Mor 52 BABIG BECEIVIRG EGUDI

Rodie Receiving Equipments RAL-5and RAL-6 are general purpose, tynede-radio-freguency receivers
for receiving rodictelegraph ond voice signels within the frequency renge 0.2 to 23.0 me.

This type of radie receiver is often instalied adjocent fo an RAK series receiver o form o complete
pwanchonnel instoliction for guarding twe frequencies simultanecusly. A separate control unit is

supplied which permits this type of speration.

A E00-chm headset and receiving antenna ove required but not supplied.

Can be operated from botteries in an emergency.
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IMSTRUCTION LITERATURE: [B.38044, |
MavShips 95233
CLASSIPICATION OF FOUPMENT: Unclassified

RAL-5 -4 SERVICE TYPE HUMBER $SIMG SEBEVICE . Mavy
BADIO RECEIVING EGUIPMENT BATE OF THIS SHEET ¢ 29 Mar 52
MAJOR COMPONENTS
GUANT NAME OF COMPOMERT DHEMAENSIONS (M) INSTALLED WEIGHT (LBS)
1 Beceiver Unit CRY-45045, 135/14 » 18 x 16-3/4 &9
CRV.45156
1 Raectifier Power Uanit CRY-200364, 12-1/4 x 14 x 8-5/8 41
CRY.-20131
i Control Unis CRY.23073 4-3/4 x 5-3/8 » 3-58 ]

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Shipbeord or shore stutions.

PNSTALL ATION: Shipborne, ground.
APPROYIMATE RANGE {iN MILES): Long.

CAN COMMUNICATE WITH: AN/ARC.Z, .5,-8, -9, <21, -25, -26; AN/ART-13; AN/CRT.3, -5; AN/FRGC.IC,
AN/FRT-5, -&, -15, -17, -18, -19; AN/GRC.9, -13, -26; AN/GRT-Z; AN/MRC-Z, -6, -16, -20, -22;
AN/PRC.7, -19, -20; AN/SRC.3; AM/SRT-1, -3, -4; AN/TRG-1; AN/URT 2, -3, -4; AN/VRCT, 4;
BC-191, <399, -339, <365, -401, -447, -610; MBS; MQ; DA-S0A/FRT, -608/FRT; RC.52; SCR-V7Y,

.188, 193, -274, -281, -3%9, -499, -506, -536, -543, -585, -694; T-4/FRC, .5/FRC, -83/5R,
-158/FRT, -159/FRT, -171/FR, -172/FR, -173/FR, -174/FR, -1I5/FR, -177/FR, -180/FR;

TAB. TAJ; TAG; TBA; TBC; TBK; TBL; TBM; TBN; TBO; T8Y; TBW; TBX; TLE; T, TCE;
TCH; TCK; TCPB; TCS; TCY; TCZ; TDD; TDE; TDF; TOH; TDK; TON; TOO; TEE; TEC; TEF:
Collins 185-4 (AF Model); Collins 32V-2; Fisher TS 253; Marconi TH-41-B; Westinghouse Type MY,
Wilcox 360, 9%A.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 0.3- 23.0, in § bonds.

Bond 10 0.3 .. 8.49. Band 4@ 1.33 .. 2.08. Band 7: 5.5 . 8.8,
Bond 2: 0.4% .. 0.8. Bond 5 2.08 .. 3.4. Band & 8.8 .. 14.3.
Bond 3 0.8 - 1.33. Band 6 3.4 .. 5.5 Bend 9 143 . 23.0.

TYPE MODULATION: Am,

TYPRE OF SIGHAL: Cw, icw, mew, voice.
POWER CUTPUT: 170 mw.

POWER REQUIREMENTS: With ballost tube: 200 w, 110.128 v, 80 eye, 1 phose.
Without bollest tube: &0 w, 110-120 v, 40 cye, 1 phase.
Boitery operetion: 12.6 w, 8.3 v and 8.1 w, 180 v,

PHYSICAL CHARACTERISTICS
Radic Receiving Equipment RAL-5 or RAL-6 measures 26 x 18 x 163/4 inches.
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