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STATHS: Limited Standard
| £LESSIFICATION OF EOINBMENTY  Unelgssified

BSHMG SERVICE : Mavy 7 | SERVICE : BER . RAG-4, -5 |
DATE OF Yhis SHEET: 29 Mor 52 RADIO RECEIVING EQUIPMENT |

Radio Receiving Eguipments RAG-4 and RAD-5 are general purpose receivers for receiving rodietele-
graph or voice signale. Radistion of r-f power from the interncl heterodyne oscillater has been re-
duced o less thon 400 vuw ot the entenne terminals.

These receivers ore identical in desion, with the exception of the o-f cetput cirouit,

_ RA&D.4 is supplied with o heodset; RADLS is supplied with o loudspecker. A racelving antenna is
reguived but net supplied.

These receivers con be operoted directly from batteries in on emergency,
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THSTRUCTION LITERATURE : Mevihi
YN 5R5E LG Hevshies
LRASSIFICATION OF ROUIPMENT L elnesifind
RAD:, -5 SERVICE TYPE NUMBER | USING SERVICE: Navy
| RADIC RECEIVING EQUIPMENT DATE OF THIS SHEET : 29 Mav 52
MAJOR COMPONENTS
QUANT  NAME OF COMPONENT DIMENSIONS (N} INSTALLED  WEIGHT (LBS)
i Radio Receiver CWQ-46187-B, 16:21/32  17-3/1 x 17-V4 75
46229
i Loudspeaker CJ5-49493 8-5/8 x 8-1/4 x 5.1/8 Mot Availoble
(RAL-5 only}

OPERATIONAL CHBARALCTERISTICS
TACTICAL USE: Shipboord or shere stotions,

INSTALLATION: Shipborne, ground.
APPROXIMATE RANGE (IH MILES:E Long.

ChAN COMMUNICATE WITH: AN/ARC.Z, -5, -8, <21, -75; AN/ART-13; AN/CRT.3; AN/ERC.IG:
AR/FRT.5, -6, -15, <17, <18, -19; AN/GRC.9, -13, -26; AN/MRC.2, -6, -16, -20, -22; AN/PRC.7,
=19, «20; AN/SRT-4; AN/TRQ-T; AN/URT.2, -3, -4, -10; AN/YRC.T, -4; AN/YRT-1; BC-197, -339,
365, 401, -447, -610; MBS; MQ; CA-40A/FRY, -6GB/FRT; RC-52; 5CR-177, 188, -193, -774, -281,
-399, -49%, -506, -536, -543, -585, «694; T-4/FRC, -&/FRC, -83/SR, -158/FRT, -159/FRT, -171/FR,
-172/FR, -T73/FR, -174/FR, -175/FR, -177/FR, -180/FR; TAB; TAlL TAS: TBA; TBEC: TBK,
TBL; TBM; TBN; TBO; TBU, TBW; TBX,; TBY; TCB; TCC; TCE; TCH; TCK; TCP; TCS; TCL,
TOL; TDE; TOF, TOH; TDN; TDO; TEB; TEC; TEF; Collins 185-4 (AF Model}; Collins 32V.72;
Ficher TS 25.3; Marconi TH-41.B; Westinghouse Type M¥; Wilcox 96D, 994,

TECHNICAL CHARACTERISTICS

FREGUENTY RANGE 1M MEGACYCLES: 0.54 - 30,0, in 5honds.
Band T+ 0.54 . 1.30. Band 4: 6.4 . 14.0.
Band 2: 1.3 .. 2.8, Band 5 14.0 .- 30.0.
Band 3: 2.8 . 6.4,

TYPE MODULATION: Awm.
TYPE OF SIGHAL: Cw, icw, mow, volce,

POWER QUTPUT: RAD.4 (.3 w.
RAD-5: 0.015 for headset operation; 2.0 w for loudspeaker operotion.

FOWER REGUIREMENTS: 60 w, 115/230 v, 50/60 cye, T phose.
Battery operationt 22 w, 6.3 v ond 5.4 w, 135 v,

PHYSICAL CHARACTERISTICS

Radio Receiving Equipment RAD-4 or RAG-5meusures 12-1/2 x 17-3/4 x 19-1/2 inches, net weight
90 pounds. Packed for domestic shipmeni: total weight 275 pounds, folol velume 8.6 cu &,
Shipped in | puckage.
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