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F§EATUS: Limited Standord
CLASSIBICATION OF EnipasEnt « Unclousified

USING SERVICE:  Hovy SERVICE TYPE MUMBER: RCK, RCK.o
g- DAYE OF THIZ IHEET: 14 Moy 52 RADIC RECEIVING EQUIPMERNT

Bodio Beceiving Equipments BCK and BCK-¢ are aom (volce, mew) v-h-f receivers used in conjunction
with YHF Radio Tronsmitting Equipment TDE on sircret corviers and ot shore stotions for communicat
ing with circrafs,

Four preset crystel-controlled channels we aveilskle, and the recelvers hove o high degree of stabili
1y, freedom from cross modulation ond rediction, end continveus tuning by means of a single dial.

Both receivers we designed for use with o 50 ohm fized antenne.

Reception of signels, by rudie telephones or through remote contrel stations, is possible i o suitable
power amplifier iz connected betwean the receiver ond the remefe sperating point.

ROCK ond BRCHeq gre identical equinments except that BCK-c has been moditied fo extend the vpper
Fimit of audie frequency response.
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IMETREBCTION LITERATURE.
Hevihins 900 228-18
CLASSIFICATION OF IQUIPMENT  Unelozsified

RCE, RCK-s (SERVICE TYPE HUMBER B3iM6 SERVICE : Novy
RADID RECEIVING EQUIPMENT BAYE OF THIS SHESY: 14 May 52

MAJOR COMPONENTS
GUANT MAME OF COMPONENT DIMENSIONS (1) INSTALLED  WEIGHT (LB3S)
1 Radie Receiver CLL-46223 {RCK)Y 10-1/2 » 18-1/8 x 22.7/8 115

OPERATIONAL CHARACTERISTICS
TACTICAL USE: Aircralt carriers ond shore stations,

S TALLATION: Shipborme, ground.

APPFROYIMATE RAMGE (I MILES: Lona

CAM COMMUNICATE WiTH: 20/A%-3, -3, -8, =18, =28, -36; AN/CRC.2; AR/FRO.T7; AN/GRC-30;
BB/ MRCA 6, =28, «30; AH/PRC-1T, =20 AR/TRO-7: AN/TRO-% AM/URC-y; AB/URT-T, =10

EM/YRG= 17 BO~gHG; MAM: MES: BOwJ57; SCRB2Z, «B42, «B72, <578, «428, -6B3, —4L%
TBG; TOO: TOT; ARC Type 12; Wilcox $9A.

TECHNICAL CHARACTERISTICS
FREQUENCY RANGE IN MEGACYCLES: 115 - 156

TYPE MODULATION: Am.
TYPE OF SIGHAL: Yolce, mow.
POWER CUTPUT: 15 mw inte 630 ohms.

POWER REQUIREMENRTS: 106 w, 115 v, 60 cye, 1 phase, se.

PHYSICAL CHARACTERISTICS

Redie Recsiving Equipments RCK, RCE-c mecsure 10-1/2 x 18-1/8 x 22.7/8 inches, net weight
115 pounds.
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