CONFIDENTIAL—Seruiity Information R o IAMAR 161

{ STARUS: Limited Stondard =
| CLASSIFICATION OF EQUIPMENT : Unclas sified

USING SERVICE: Mavy SERVICE TYPE WUMBER: TBA-2
DATE OF YHIS SHEET: 29 Apr 52 RADIC TRANSMITTING EQUIPMENT [

Redie Tronsmitting Equipment TBA-Z is o genersl purpose, medium power hef radiotelegraph trons-
mitter designed for use ahoord surfece vessel: and ot shore stations,

i# may be keyed ot speeds up %o 100 wpm throughout its frequency ronge,
Sixteen crysiol-contrelied chonnels are provided.

The transmitter operates best with & single-wire anteane ot frequencies between 40 t0 8.0 me. A
horizontel doublet, or o single-wire antenng is recommended for frequencies cbove § me.
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TH AT BEBVICE TYPE HUMBER USING IERVICE : Movy
RADIO TRAMSMITTING EQUIPMENT TATE OF THES SHEEY : 29 Apr 52
MAJOR COMPONENTS

QUART MAME OF COMPONERTY DEMENSIONS () INSTALLED  WEIGHT (LBY)
i Transmitter Unit C8-52080 T2 ox B9 x 23-8/32 £, 0600
£ Reetifior Power Unlt L6-20027 Fe v 23w 33-%/8 i, 0Gh

OPERATIONAL CHARACTERISTICS
TACTICAL BSE: Shipboard or shere stations.

IMSTALLATION: Shipborne, ground.
APPROYVIMATE RANGE (1IN MILESH Medium to long.

CAN COMMURICATE WITH:  ah/aRC-2, -5, ~8, =8, —81i, =28, -28; AM/AWR-1%5; AK/FRC-10; AM/FRR-3,
4, ~i2, «FH, -32; AM/GRL-3, -8, -9, ~i%, -26; AE/GRR.z, -5, -B; AM/MRC.Z, ¢, -1, ~22:
BH/PRC.T, -8B, 19, ~20; AM/SRR.3, B, 12, -1%; AR/THQ-1; Ak/USR.10, -22, -2% AB/VRL-1, -5,
B, =33, =18, ~20: AH/YROQ-i; BC-3g2, ~S82, ~548, ~779, -794, -1008; HB%; Oh4-855/FRO, -89/FRC;
B.g2/PR, -50/PR, -96/8K, -120/U, -203/88, -2087U, -206/P8, -208/FR, -200/FR, -250/U, -211/U,
~213/8R, ~278/FRE, -320/FRC, -383/UBR; RAL; RAD; RAS; WES; REC; BBG; REM; R8M; wBO; R8P, RES;
RCF, BLG; ROH; RDE; ROM; REA: SCR-477, -iBB, -193, -84, -278, -20%, -204, -206, ~399, -499,
-506, -508. -508, ~5i0, -528, ~536, -BE3, 585, -693, -&58, -TO%; TBO; TEE TOW; TCO; 08
AR-BE (BCA): Colling :18%4 (&F Yodel):; Colling 75A-3; Hemmarlumd SP-400-J%; Batlonal HRO-80,

TECHNICAL CHARACTERISTICS
FREQUENCY RAMGE IN MEGACYCLES: 4.0 . 26.0.

TYPE MODUL ATION: Am.
TYPE OF SGHAL: Cw, fow.

POWER QUTPUT: A: 4.0 me: 1 kw.
At 26.0 me: 600 w.

POWER REQUIREMENTS: 528 kw, 440 v, 50 cye, 3 phase, ac.

PHYSICAL CHARACTERISTICS
Redin Transmitting Equipment TBA-Z meosures 72 x 72 x 33-3/4 inches.
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