COMNFIDENTIALSecurity [nformotion
CATHY: - Limlted Stondard
CLASSIFICATION OF FQUIFRERT : Unclassifie

YSING SERVICE: Army, Mavy SERVICE TYPE MUMBER: SCR-510
BATE OF TWis SHEZT: 22 Jon BZ BADIO SET

RBodic Set SCR-510 is ¢ pock and vehicular, shorb-range, low-power, fom {voice}, radictelephone
equipment used as o command set by field artillery, infontry, ond ormored wnits.

This eguipment consists of o receiver-transmitter, power supply unit, ond sccessories, Provides
80 crystal-controfled channels spoced 100 ke opart, two of which con be preset.

Can be opersted from o remote puint over o telephone pair by means of stondard remote control
apparaius,

Operates on the ground from dry botteries in Cose €879, and is then identical with Radio Set
SCR-509,
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HITRUCTION LIVERATURE: TM 11-403

LASSIFICATION OF EOUIPMENT: Unclgssified

SCR-510 SERVICE TYPE WUMBER |USING SERVHE : Awvmy, Havy
RADIO SET BATE OF THIS SHELY: 22 Jon 52

MAJOR COMPONENTS

QUANT NAME OF COMPORENT CHAEMSIONS (M) INSTALLED WEIGHT (1.BS)
1 Rodio Receiver and Transmitter 5-3/4 % 13-3/14 x 14-15/18 27.20

BC-£20
3 Power Supply Unit PE-120, or 6 x T33/16 x 14-15/16 20.00

Cose C3-79

OPERATIONAL CHARACTERISTICS

TACTICAL USE: Vehicular commond set for field artillery, infantry and armored units. Cavaley
squadron ond ordnonce boitalion.

INSTALLATION: Ground, vehicular., Ogerates on the move or at the halt.

APPROXIMATE RANGE (IN MILES): 5.

CAN COMMUNICATE WITH: AN/FRT-5, -6; AN/GRC.3, -4, -5, -6; AN/MRC-3, -16; AN/PRC-g, -9;
AN/SRR-13; AN/TRG-1; AN/URR-10, -12; AN/URT-2, -3, -4; AN/VRC-5,
-8, <9, -13, -14, =18, -17, -20, -21; AN/YRQ-1, -2; BC-787; R-137/GR;
RBK; SCR-293, -294, -298, -508, -509, -510, -528, -607, -608, .409, -610,
-619, -628, -678, -808, -828.
TECHNICAL CHARACTERISTICS

FREGQUEMCY RANGE IN MEGACYCLES: 200 - 27.9.

TYPE MODULATION: Fm.

TYPE OF SIGHAL: VYaoice.

POWER QUTPUT: 1.8 w.

POWER REGQUIREMENTS: For vehiculor operation: §- or 12-v vehicular storoge battery, Battery

BA-41, and Plate Supply Unit PE-97 or Power Sopply Unit PE.120.

PHYSICAL CHARACTERISTICS

Radic Se? SCR-510 pocked for export shipment: total weight 235 pounds, total volume 12 cu £t
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